
te-00«-r/4 

&STO-Ttt-CQ<}S' 
r\ 

r Characteristics of the Turbine Inlet 
Temperature Sensing Circuit for the 

T56 Turbo-Prop Engine 

K.F. Fräser 

APPROVED 

FOR   PUBLIC   RE = 

19950504 132 
( C    \ CprcimsnwesMi' of Austrslie 

TV."-.-, 

j^^ 

DEPARTMENT    OF    DEFENCE 

DEFENCE SCIENCE AND TECHNOLOGY ORGANISATION 



j THE UNITED STATES NATIONAL 
TECHNICAL    INFORMATION    SERVICE 

i  IS   AUTHORISED  TO | 
j htPRODUCt AND SELL THIS REPORT    | 



Characteristics of the Turbine Inlet Temperature 
Sensing Circuit for the T56 Turbo-Prop Engine 

K.F. Fräser 

Airframes and Engines Division 
Aeronautical and Maritime Research Laboratory 

DSTO-TR-0095 

ABSTRACT 

The temperature to voltage transfer characteristics of the standard turbine inlet 
temperature averaging sensor for the T56 turbo-prop engine are derived using 
measured resistance parameters for the 18-thermocouple network. The transfer 
characteristics of an add-on individual thermocouple temperature sensing circuit 
are also derived and some of the requirements of the associated signal conditioning 
circuit are briefly reviewed. 
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Characteristics of the Turbine Inlet Temperature 
Sensing Circuit for the T56 Turbo-Prop Engine 

EXECUTIVE SUMMARY 

1. The Royal Australian Air Force (RAAF), which operates Allison T56 engines 
in its C-130 Hercules and P-3 Orion turbo-prop aircraft, has experienced 
problems with the standard turbine inlet temperature (TIT) measuring 
system which has led to costly maintenance. Similar problems have been 
experienced by other operators of this engine. 

2. Under normal flight conditions, fuel for the T56 engine is scheduled 
according to closed loop electronic control of average TIT which is sensed 
using a parallel connection of 18 circumferentially-placed thermocouple 
probes. Engine fuel control according to TIT measurement is unique to the 
T56 engine. 

3. Inaccurate TIT measurement or an uneven TIT distribution can result in 
excessively high temperature being experienced by various hot-end 
components. Early detection and rectification of some simple faults could 
lead to a significant increase in the lives of some of these components and 
hence reduce the engine maintenance costs. 

4. In view of the limitations of the standard TIT measuring system, the 
Aeronautical and Maritime Research Laboratory (AMRL) has been 
examining the potential advantages of, and the requirements for, a system 
which would take account of individual probe temperatures. 

5. In support of this examination, an analysis of the operation of both the 
standard averaging TIT sensor and of a potential add-on individual probe 
temperature sensor, under normal and fault conditions, is analysed in this 
document. The temperature to voltage transfer characteristics for these 
sensors are derived. 

6. Work in support of the analysis included the accurate measurement of loom 
and probe resistances. In the latter case a means was developed for 
accurately measuring the probe resistance at typical engine operating 
temperature. 



To a good approximation the standard turbine inlet temperature sensor for 
the T56 engine measures the average of the two loom average thermocouple 
temperatures (for thermocouples 1 to 9 and 10 to 18 respectively). This 
relationship is also valid if some thermocouples are open circuit provided the 
temperature of such thermocouples are excluded from the average. 

Accurate measurement of the individual-probe temperature distribution can 
be achieved by measuring the individual-probe electrical outputs with the 
aid of a high input resistance signal conditioning system. Although the 
signal sensed at the terminals of any given probe does not truly reflect the 
actual temperature experienced by the probe, true probe temperatures can be 
accurately calculated from the signals measured at the terminals of each 
probe using relationships derived in this report. 

The analysis contained in this report assists with the understanding of the 
operation of the standard TIT sensor, and of problems which arise in its 
application. The analysis also derives relationships which would need to be 
implemented in an add-on individual probe temperature measuring system. 
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1.     Introduction 

Under normal flight conditions, fuel for the Allison T56 turbo-prop engine is 
scheduled according to closed loop electronic control of average turbine inlet 
temperature (TIT) which is sensed using a parallel connection of 18 circumferentially- 
placed thermocouple probes (Figs. 1 and 2). In the taxi or flight-idle ranges the 
electronic control provides only TIT limiting protection. 

In normal flight, the power lever angle (PLA) effectively sets the TIT. Any errors in 
the measurement of TIT will affect the magnitude of the power (or torque) developed 
at a given PLA setting. 

Inaccurate TIT measurement or an uneven TIT distribution can result in excessively 
high temperature being experienced by various hot-end components. Early detection 
and rectification of some simple faults could lead to a significant increase in the lives 
of some of these components. 

TIT averaging is achieved by connecting the electrical terminals of each probe to a 
common output via a loom with balanced resistance characteristics. In effect, the 
overall TIT distribution information, inherent in signals present at the terminals of the 
individual probes, is discarded in the averaging process. 

Maintaining thermocouple sensors in serviceable condition over extended periods to 
measure TIT, typically around 1000°C, is very difficult. Engine fuel control according 
to TIT measurement is unique to the T56 engine and has had an associated heavy and 
costly maintenance demand on hot-end components. Incorrect measurement of 
average TIT due to faulty thermocouples, and the inability of the standard sensing 
system to identify an uneven temperature distribution, have largely contributed to 
these problems. The Royal Australian Air Force (RAAF), which operates T56 engines 
in its C-130 Hercules and P-3 Orion aircraft, has experienced such problems. On a 
world-wide basis there are about 15000 T56 engines in service and the problems 
referred to above are well recognised by all operators of this engine. 

To provide a better understanding of the problems which arise in the measurement 
of TIT for the T56 engine, the operation of the standard averaging TIT sensor, under 
normal and fault conditions, is analysed in this document. The temperature to voltage 
transfer characteristics for that sensor are derived. 

In view of the limitations of the standard TIT measuring system, the Aeronautical 
and Maritime Research Laboratory (AMRL) has been examining the potential 
advantages of, and the requirements for, a system which would take account of 
individual probe temperatures. In support of this examination, the temperature to 
voltage transfer characteristics of the individual probe outputs are also derived herein. 
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2.     Resistance of Hot-End Thermocouple Circuit 

2.1     General 

The hot-end thermocouple circuit for the T56 engine comprises two independent 
turbine inlet temperature (TIT) sensing circuits, one of which is referred to by the 
engine manufacturer as the Temperature Datum circuit and the other as the Indicator 
circuit. The Temperature Datum circuit is used by the electronic controller for 
scheduling fuel flow to the combustors and the Indicator circuit is used for a cockpit 
TIT display. Three total temperature thermocouple probes are placed in each of the 
six combustor liners giving a total of 18 probes (Fig. 3). Each probe has two 
electrically-isolated chromel-alumel hot junction elements; one is connected to the 
Temperature datum circuit and the other to the Indicator circuit. Both the 
Temperature Datum and the Indicator circuits are designed to sense the average of the 
18 temperatures sensed by their respective probe elements. The hot-end circuit 
comprises the 18 dual-element thermocouple probes and an associated harness which 
is configured to provide temperature averaging. The harness (Fig. 2) comprises two 
looms enclosed in semi-circular metal housings of rectangular cross section. One of 
the looms is connected to probes 1 to 9 and the other to probes 10 to 18. Other variants 
of the harness have been used on T56 engines but these variants will not be considered 
in this document. Each temperature averaging loom interconnects the four output 
terminals on any given thermocouple probe to the corresponding outputs from each of 
the other eight thermocouple probes. In effect each loom has 9x4 input wires and 1x4 
output wires. The arrangement of electrical connections to each loom is depicted in 
Fig. 4. The corresponding outputs of the two looms are joined together at the terminal 
block (Fig. 2). 

Average TIT is obtained by measuring the net emf (electromotive force) developed at 
the output of the terminal block. To accurately sense the average TIT, it is essential 
that the electrical resistance values of corresponding paths of the temperature 
averaging looms be closely matched. 

Resistance measurements were made on a batch of thermocouple probes and a 
temperature signal averaging loom to enable the equivalent circuit of the sensor to be 
defined and to check the resistance matching accuracy. The results of these 
measurements are examined in the following sub-sections. 

2.2     Thermocouple Probe Internal Resistance 

Some resistance measurements were performed on a small sample of probes at room 
temperature and some were also performed at elevated temperatures to simulate in- 
flight conditions. When considering how close the signal measured at the probe 
terminals reflects the actual temperature sensed by the probe (Sec. 5), account needs to 
be taken of the significant increase in probe resistance which occurs as the temperature 
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of the probe is raised from ambient to engine operating temperature. That increase in 
probe resistance has negligible effect on the average temperature measured, provided 
similar variations with temperature occur in all probes (ie. circuit balance is 
maintained). 

Accurate measurement of probe resistance is difficult as considerable care is 
necessary to ensure that the contact resistance between the probe and the measuring 
circuit is much lower than the probe resistance. Conventional multimeters measure 
resistance by applying a DC voltage to the circuit whose resistance is to be measured. 
Thermal effects can be troublesome even when the complete probe is at room 
temperature. When a temperature gradient is applied across the probe (when 
simulating in-flight conditions) the DC voltage method becomes unworkable. To 
enable rapid and reliable measurements to be made at elevated temperatures an AC 
ratio technique, which effectively eliminates the effect of the DC or slowly varying 
thermally induced voltage, was used. The measuring technique is detailed in 
Appendix 1. 

The internal resistance values for three new thermocouple probes and three which 
had been in service ("old") were measured at room temperature. The results of these 
measurements are summarised in Table 1. This small sample yields the following: 

Range for new thermocouples 
Mean for new thermocouples 
Range for old thermocouples 
Mean for old thermocouples 
Overall mean 
Overall standard deviation (SD) 
Coefficient of variation (SD/mean) 

0.0520 to 0.0604 ohm 
0.0558 ohm 
0.0594 to 0.0684 ohm 
0.0638 ohm 
0.0598 ohm 
0.00518 ohm 
8.66% 

The conclusions which can be drawn from measurements on this small batch of 
probes are very limited. The internal resistance of the old probes was higher than that 
for the new ones. The spread of measured values was within -13.0% to + 14.4% of the 
overall mean and the overall coefficient of variation was 8.7%. 

Measurements of probe internal resistance at elevated temperatures (Appendix 1) 
indicated that the resistance is expected to rise approximately 25% from the above 
value when the operating temperature is raised to 1000°C (typical for in-flight 
conditions). The corrected overall mean probe resistance thus becomes 0.0748 ohm at 
1000°C. 

The manufacturer indicates1 that thermocouple probes with internal resistance 
outside the range 0.045 to 0.085 ohm at room temperature should be rejected. This 
implies an acceptable range at 1000°C of 0.056 to 0.106 ohm. The measurements 
detailed above were all well within the specified limits. In the following sections the 
value 0.075 ohm will be used for circuit analysis purposes. 
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2.3     Temperature Averaging Loom Resistance Parameters 

Input-to-output and input-to-input resistance values for the temperature signal 
averaging loom (thermocouple probes 1 to 9) were measured for the Indicator section 
of a new loom. The electrical interconnections within the Indicator loom are depicted 
in Fig. 5 and the measured resistance values for one section of the Indicator (that for 
connection to probes 1 to 9) are given in Table 2. The measurements yield the 
following ranges and mean values. 

Range for chromel input-to-output 
Mean for chromel input-to-output 
Variation from mean for chromel input-to-output 
Coefficient of variation 

1.436 to 1.439 ohm 
1.438 ohm 
-0.10 to+ 0.10% 
0.091% 

Range for chromel input-to-input 
Mean for chromel input-to-input 
Variation from mean for chromel input-to-input 
Coefficient of variation 

1.343 to 1.347 ohm 
1.345 ohm 
-0.13 to+ 0.16% 
0.111% 

Range for alumel input-to-output 
Mean for alumel input-to-output 
Variation from mean for alumel input-to-output 
Coefficient of variation 

0.600 to 0.604 ohm 
0.602 ohm 
-0.30 to+ 0.37% 
0.182% 

Range for alumel input to input 
Mean for alumel input-to-input 
Variation from mean for alumel input-to-input 
Coefficient of variation 

0.556 to 0.560 ohm 
0.558 ohm 
-0.34 to+ 0.38% 
0.202% 

The above values demonstrate very good resistance matching for the Indicator 
section of the thermocouple loom for which the detailed measurements were made. 
While the input-to-input resistance values given in Table 2 are all referred back to the 
input terminals for probe 1, spot checks indicated that the resistance value for any pair 
of inputs conformed to the same range. A check of the resistance values for the other 
section of the Indicator loom (for connection to probes 10 to 18) indicated that the 
values closely conformed to the ranges listed above. 

Spot checks of the resistance values for the Temperature Datum section of the same 
loom indicated that the measured values were within 0.1% of the mean values 
tabulated above for the Indicator section. 
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3.     Equivalent Electrical Circuit for Standard 
Turbine Inlet Temperature Sensor 

3.1 General Approach 

The thermocouple probe and the loom resistance values given in Sec. 2 can be used to 
define an equivalent electrical circuit for the TIT sensor. Since the standard TIT sensor 
is formed from a network of thermocouple junctions it is convenient to first look at the 
temperature/voltage transfer characteristic of an isolated thermocouple junction. 

3.2 Circuit Representation of a Single Thermocouple Junction 

Thermocouple theory2 indicates that when two wires composed of dissimilar metals 
are joined, a voltage (theSeebeck voltage) which is a function of the junction 
temperature and the composition of the two metals, will be generated between the 
wires. An isolated thermocouple junction is illustrated in Fig. 6a and its equivalent 
electrical circuit in Fig. 6b where €nis the Seebeck voltage (the open circuit voltage of 
the thermocouple junction) and Rm is the thermocouple internal resistance. 

The Seebeck voltage 6n may be related to junction temperature Tn by the 
generalised function: 

en = f(Tn)+bo (1) 
where f(Tn), for convenience, is defined to have zero value when (TM) =0°C. 

bo is a constant equal to the open circuit voltage developed across the junction 
at 0°C. 

f(Tn) may be represented by a look-up table of values or analytically by a 
polynomial: 

ATn) = blTn + b2(Tn)
2+  (2) 

where b\, hi etc. are constants. 

To represent the temperature to voltage relationship of a standard chromel-alumel 
thermocouple to an accuracy of ± 0.7°C over the temperature range 0°C to 1370°C, an 
eighth order polynomial is required2. 

The Seebeck voltage across a single junction cannot be simply measured, as the act of 
connecting a voltmeter (for example) across the terminals to measure it (Fig. 6c) will 
introduce further dissimilar metal junctions (Cr-Cu and Cu-Al for a Cr-Al 
thermocouple connected to an instrument with copper leads). The Seebeck voltages 
developed across these additional junctions will obscure the open circuit voltage 
across the junction of interest. The voltage read will be f(Tn)- f(Tx) where Tn is the 
thermocouple junction temperature and T% is the temperature at the output terminals. 
If Tn = Tx the measured voltage will be zero. 
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Thermocouple circuit analysis is usually performed using a closed-circuit 
representation involving a hot and a cold junction. With that approach only 
temperature differences and voltage differences (which are measurable) need to be 
considered. However the analysis of a more complex network of interconnected 
thermocouples is most easily done by summing the effect of individual thermocouple 
junction equivalent circuits of the type shown in Fig. 6b. 

Over a limited temperature range the temperature/voltage relationship can be 
approximated by a linear function: 

en = mTn + k (3) 

where m and k are constants. 

For the T56 application, it is appropriate to examine the parameters of equation 3 
which provide a good approximation to the temperature/voltage relationship in the 
vicinity of 1000°C operating temperature. For the standard chromel-alumel 
thermocouple the slope m at this temperature is 38.91 microvolt/°C and the output 
relative to a cold junction at 0°C is 41.269 mV. The open circuit junction voltage in the 
1000°C region can thus be expressed as: 

en=0.03891 (r„-1000)+ 41.269 +fco 

= 0.038917« +2.359 +fco (4) 

where 6n is given in mV; 
bo is the open circuit voltage (mV) generated across a junction held at 
0°C (as for equation 1). 

Hence m        = 0.0389 mV/°C 
k = b0 + 2.359 mV 

In practice the numeric value of bo is not important as it will always cancel out when 
a closed circuit is formed. It is to be noted that k is not equal to b0, since the linear 
approximation to f(Tn), valid in the vicinity of 1000°C, produces a substantial error 
(2.359 mV) at 0°C. 

At 900°C and 1100°C the standard chromel-alumel thermocouple provides outputs 
of 37.325 mV and 45.108 mV respectively relative to a cold junction at 0°C. The linear 
approximation of equation 4 will provide correct reading at 1000°C but will yield an 
error of about -1.35°C at 900°C and 1100°C. 

3.3      Derivation of Transfer Characteristics of Standard Temperature Sensor 

Using average resistance values derived in Sec. 2 and assuming perfect loom 
resistance symmetry, the TIT sensor circuit of Fig. 7 can be inferred for operation in 
the region of 1000°C. In that figure chromel terminals and wire resistance values are 
given an "X" label, whereas alumel terminals and wire resistance values are given a "Y" 
label. For convenience the loom connected to probes 1 to 9 is designated loom A and 
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the loom connected to probes 10 to 18 is designated loom B. RiX and R\y are set to 
half the measured input-to-input resistance of the chromel and alumel inputs to the 
respective looms. Subtraction of these values from the measured input-to-output 
resistance provides the RrAX and RjAY resistance values. 

Provided all circuit elements behave linearly it follows, from basic circuit theory, that 
the circuit "seen" at the terminals of any arbitrarily defined branch may be represented 
by a single voltage source, equal to the open circuit voltage developed at the branch 
terminals, in series with a single impedance equal to the net output impedance of the 
circuit (calculated simply by replacing all voltage generators with a zero resistance). 
However, as discussed in Sec. 3.2, care needs to be exercised in interpreting any 
voltage checked by measurement between chromel and alumel wires. 

The portion of the circuit of Fig. 7 which performs the averaging function for 
thermocouples 1 to 9 may be represented as in Fig. 8a where Gt etc. are the net 
conductances (inverse of net resistance) for each leg. 

G1 =  (5) 

The circuit of Fig. 8a can be represented by a single voltage generator circuit as 
illustrated in Fig. 8b where: 

eA=e1Gi+e2Gz+....+e9G9 

G1+G2+....+G9 

The net conductance GA of the loom connected to probe inputs 1 to 9 (Figs. 8b and 
8c) is given by: 

1 
GA = - 

GAI 

where G,u = Gi + G2+....+G9 

Similar relationships apply for the second loom: 

1 (7) 
+ RjAX + RjAY 

p - P-WG\Q + 6\\G\\+....+6\%G\% 

G10 + G11+....+ G18 

G, 

GB\ 

where GB\ = G\Q + Gn +....+GJ8 

I      "        —~ (9) 
+ RjBX + RjBY 
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The combined effect of both looms (Fig. 8c) provides an equivalent single hot 
junction thermocouple as depicted in Fig. 8d. The net voltage 6H which is generated 
is given by: 

eH=eAGA+eBGB m 

GA + GB 

In general terms: 

eH=alei+a2e2 +....+a^en OD 

where <2i, Cl2 etc. are the transfer coefficients given by: 

c c 
an=G„(L + GA for nin range 1 to 9 (12) GM (GA + GB) 

GnGß 

GB\ (GA + GB) 

n  -      GnGß 
n~GBi(Gi + G») for n in range 10 to 18 (13) 

It is readily seen that: 

ai+a2 +....+öi8=i (14) 

In temperature terms (using equation 1): 

eH = f(TH) + b0 

=aiei+a2e2+....+ciisei& 
= ai{f(Ti)+bo}+....+an{f(Tu) + b0} 

18 18 

= 2/(7;) + fro2> 
«=i j=i 

= X/(r.-)+*o (15) 

1=1 

Hence 
18 

I /(rff)=£al-/(7f) (i6) 

If the linear relationship of equation 2 is assumed to apply in the region of interest, 
then: 

eH = mTH + b 
18 

= m£aiTi+b 
1=1 

18 (17) Tu^CliTi 
i=\ 

This relationship is quite general and does not require the transfer coefficients Qn 
(n = 1 to 18) to be equal. In some of the analyses to be considered in later sections all 
the transfer coefficients will not be equal. 
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C        C        1 
For perfectly matched looms and probe internal resistances = —— = —, GA = GB 

GA\      GB\      9 

(ie. looms of identical resistance), CLn = — = 0.056, and 6H becomes simply: 
18 

el+e2+....+en 
18 

Provided the characteristics of the thermocouple probes are the same and the loom 
resistances are properly balanced, true voltage averaging is achieved (<2i to an equal 

to -^).   If the temperature-to-voltage relationships for all thermocouples are also 

matched, true temperature averaging will also be achieved as described by the 
following equation. 

^r.+r,-,■   +T„ (19) 
18 

The internal resistance of the equivalent hot end thermocouple RH, as seen looking 
back from the terminal block towards the thermocouple probes, is: 

For the resistance values given in the balanced circuit of Fig. 7 the following 
parameter values apply: 

Gn = mho 
0.075 + 0.672 + 0.279 

= 0.975 mho 

GA\ = GB\ 

= 9(0.975) mho 

= 8.775 mho 

GA = GB 

= 0.832 mho 

RH = 0.601 ohm 

The temperature transfer coefficients for the TIT sensor are summarised together 
with the calculated output resistance in Table 3. A Turbo Pascal computer program3 

was written to allow these and similar calculations to be simply made. 

To complete the TIT indicating circuit, the cold junction and associated circuit needs 
to be added to the circuit of Fig. 8d. The cold junction for the T56 engine TIT Indicator 
is located in the cockpit area (ie. remotely from the engine). The Indicator for the 
C-130 and P-3 aircraft acts as a voltage measuring device which presents negligible 
loading on the engine-mounted hot junction circuit. A compensating arrangement 
simulates a cold junction at 0°C.   The compensating voltage is derived from the 



DSTO-TR-0095 

voltage developed across a bridge circuit which contains a temperature-dependent 
resistive component. The function of this circuit will be examined more closely below. 

Chromel and alumel wires are run from the engine to the cockpit TIT Indicator 
where they are each joined with copper wires to form an effective chromel-alumel cold 
junction (Fig. 9a). The cold junction temperature TL is not controlled, and hence it will 
follow any variations in cockpit temperature. The open circuit thermal emf generated 
at the cold junction (Fig. 9b) is CL where: 

eL = f(TL) + bo (21) 

The net thermal emf for the complete system (Figs. 9c and 9d) is (ßH - €L). 

eH-eL = f(TH)-f(TL) (22) 

The cockpit circuit for the TIT Indicator in the C-130 Hercules aircraft can be 
functionally subdivided (Fig. 10a) into a cold junction compensation circuit and an output 
amplifier circuit. 

The function of the cold junction compensation circuit is to add a compensating emf 
to the net thermal emf to produce the same overall effect as a cold junction held at a 
constant 0°C. A simplified representation of the cold junction compensation circuit is 
given in Fig. 10b. The compensation voltage 6c is derived from the output of a bridge 
circuit powered with an isolated DC voltage VAA (obtained from the 115 VAC 400 Hz 
aircraft supply via a conventional transformer, rectifier and voltage regulator circuit). 

The compensation voltage is given approximately by: 

ec = 0.5(RBA-RBB) mV (23) 

where resistance values are given in ohms. 

The resistance term (RBA~RBB) has an appropriate positive temperature coefficient 
to closely yield: 

e„-eL+ec=f(TH) 
ec=f(TL) <24) 

Series resistance RF and shunt capacitance C, provide low pass filtering of the 
combined output signal. The net signal source resistance Rs is given approximately 
as: 

RS~RH + RW + RF + RBA + RBB 

~RF + RBA + RBB 

«1500 ohm 

The effective time constant of the low pass filter (assuming the amplifier input 
resistance RL [Fig. 10c] is much higher than Rs) is RsC (84 ms) which represents 1.9 
Hz cutoff frequency. 

10 
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The output Co of the low level signal circuit (Fig. 10c) is given by: 

e0=—^— (eH-eL+ec) (25) 
RS+RL 

A simplified schema of the output amplifier is drawn in Fig. lOd. A chopper 
amplifier (with 400 Hz switching frequency) provides the control input for a servo 
motor driven indicator. Mechanical feedback adjusts potentiometer Ry (which is 
mechanically coupled to the Indicator servo motor) till the feedback voltage €/ 
virtually balances out the input voltage. In simple terms (ignoring any lead or lag 
elements within the amplifier system) the feedback voltage is given by: 

ef=kvBB 

= Aeg (26) 

where k is mechanically controlled within the range 0<fc<l; 

6g is the voltage input to the chopper amplifier (Fig. lOd). 

A is the effective loop gain of the output amplifier. 

Simple analysis of the amplifier circuit (Fig. lOd) yields: 

eg=e0-ef 
A (27) 

ef=-^—eg 1    l+A   s 

For^»l    £/s£o 

The effective input resistance RL of the amplifier is given by: 

RL = ^ 
lo 

-e°R 

= (A + l)Rin (28) 

The negative feedback greatly increases the effective input resistance. The values of 
A and R^ are not available to the author but it can be assumed RL » JRS. From 
equation 25 it follows that: 

e0~eH-eL+ec (29) 
and for "perfect" cold junction compensation: 

e0 = f(TH) (30) 

11 
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Many engine thermocouple temperature sensing systems in current service in 
aircraft make direct use of the thermally generated emf of the thermocouple circuit to 
provide the current required to indicate the measured temperature via moving-coil 
cockpit meters. Because of the relatively low input resistance presented by such cold 
junction circuits, the voltage drop across the signal conductors from the engine to the 
cockpit indicator needs to be taken into account. 

4.     Effect of some Faults on Standard Turbine Inlet 
Temperature Sensor Circuit Performance 

4.1     Open Circuit Thermocouple Probe 

One of the most common T56 TIT electrical circuit problems encountered in service is a 
burnt out hot junction on one or more thermocouple probes. Usually an open circuit 
develops due to the breaking of the sensing element adjacent to the weld of the 
dissimilar metals. There is considerable in-service evidence which indicates that when 
open-circuit probes are replaced, usually both the Temperature Datum and the 
Indicator junctions have both developed an open-circuit. Assuming that the 
development of an open-circuit is caused primarily because the probe is subject to an 
excessively high local temperature, the failure of both junctions could only be 
explained if the failure-temperature of each were closely matched. 

The effect of an open-circuit thermocouple probe on sensed average TIT can be easily 
analysed. For convenience consider the effect of an open-circuit in probe No. 1. This 
simply means an analysis as in Sec. 3.3 with G\ equal to zero. 

Referring to equations 12 and 13, the net effect of the open circuit in the No. 1 
thermocouple probe will be: 

C 11 
(a) —— will change from — to —. 

GA\ 9      8 

C 1 
(b)        will remain unchanged at —. 

GB\ 9 

(c) There will be a small change in the value of GA but taking GA = GB will 
be a fairly good approximation. 

(d) Transfer coefficient CL\ will become 0; to a good approximation Ü2 to 

Cla will increase to — and #10 to Clu will remain at —. 
16 18 

12 
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Hence, to a good approximation, the sensed temperature will be the average of the 
average temperatures sensed by each of the looms (refer to equation 16). 

TH = ^- (31) 
2 

where TA is the average temperature sensed by loom A, 

and TB is the average temperature sensed by loom B. 

ra+....+r,   r10+....+rlt 

16 18 
=o.o625fr2+....+r9j+o.0556fr10+....+r18j (33) 

In practice there are slight effects on the tti transfer coefficients (equation 16) due to 
the resistance unbalance of the two looms arising from the open circuit thermocouple 
probe. The Turbo Pascal computer program3 enabled these effects to be readily 
calculated. The calculated values given in Table 4 indicate that the changes in the 
factors shown in equation 33 are very small (0.0621 in lieu of 0.0625 and 0.0559 in lieu 
of 0.0556). 

Note that the value of TH which is measured when a thermocouple probe goes open 
circuit is not the average temperature sensed by the remaining 17 probes, although it 
may be close to that value. If an equal number of probes become open circuit in each 
of the two looms, TH will then revert to the average temperature sensed by the 
remaining probes. 

The shift in measured temperature TH arising from an open circuit thermocouple 
probe will be dependent on the pre-fault temperature of the open-circuit probe. 

The fall in measured temperature is given by the theoretical difference, THD say, in 
the average temperature for normal operation (equation 19) and for operation with the 
No. 1 thermocouple probe open circuit (a negative result for THD would mean a rise in 
temperature for the polarity chosen for the difference): 

THD = ^^ (34) 
lo 

THD = ?-^i (35) 
16 

where T\ is the pre-fault junction temperature of thermocouple No. 1; 

TA2 is the post-fault average temperature sensed by loom A; 

TAX is the pre-fault average temperature sensed by loom A. 

TM = Il±f*-> (36) 

TA2=T2+   +T9 (37) 

13 
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Thermocouple probe No. 1 has been chosen simply for convenience. In general the 
shift in temperature due to a probe going open circuit is: 

2M 

where TR is the pre-fault junction temperature read by the Rth thermocouple; 

Tut is the pre-fault average temperature sensed by the loom to which 
the R01 thermocouple is connected; 

M is the post-fault number of active thermocouples remaining in the 
loom to which the Rth thermocouple is connected. 

For example, if the faulty thermocouple probe was reading 100°C higher than the 
average for the remaining probes connected to the same loom, the shift in the 
measured average temperature would be 6.25°C (if no additional probes had 
previously become open circuit). Of course there would be no observed change in 
measured average TIT if the temperature sensed by the faulty probe, at the time the 
open circuit is developed, is equal to the average temperature sensed by the remaining 
probes in the same loom. 

It is unlikely that the magnitude of the shift in average TIT resulting from a probe 
developing an open circuit will be very repeatable. For example, a repeatable 6°C fall 
could arise only if the open circuit developed when the probe temperature was about 
100°C above the average temperature sensed by the associated loom (a fairly arbitrary 
value). 

4.2     Broken Thermocouple Probe Tip 

Another fault which can occur in T56 thermocouple probes is a "broken tip". In this 
case the electrical integrity of the probe remains intact but the lower extremity of the 
outer casing is broken off, usually in the vicinity of the hot gas flow inlet sampling 
holes (Fig. 1). The effect of such a fault is that the gas sample will no longer be taken 
from deep within the gas path where the temperature is greatest but will experience 
the relatively cool environment at the periphery of the combustion chamber where the 
cooling air enters the probe (Fig. 1). The broken tip will cause the cooling air to exit in 
the vicinity of the thermocouple junctions rather than at the normal location at the tip 
of the probe casing. Hence the temperature "seen" by the thermocouple probe will fall. 
The manufacturer indicates that a fall in average TIT of 22°C is to be expected if such a 
fault occurs. This implies that the fall in temperature experienced by a probe which 
loses a tip will be 396°C (18 x 22). It might be expected that the magnitude of the 
temperature fall associated with this type of failure may be fairly repeatable. 

For a given fall in temperature sensed by a probe with a broken tip the effect on 
measured average TIT will be modified if there are one or more open circuit probes on 
the same loom. For example the expected fall in measured TIT will be 25°C (396/16) if 
one probe in the associated loom is open circuit, 28°C (396/14) if two probes are open 
circuit etc. 

14 
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4.3     Other 

Another T56 TIT electrical circuit problem which is sometimes encountered in service 
is a short circuit of a thermocouple probe to engine ground. The effect of such a fault 
would be very difficult to predict and may vary from one aircraft installation to 
another. The Indicator circuit is isolated from aircraft ground, so in theory the normal 
mode signal should be unaffected by single point grounding. However the changed 
common mode impedance coupled with extraneous ground noise signals are likely to 
affect the measured TIT. 

The effect of an increase in contact resistance at the thermocouple probe terminals 
(ie. between the probe studs and the loom lugs) can be easily calculated. The effect 
will be the same as an increase in internal resistance of the probe. From equation 12 it 
follows that a 0.01 ohm increase in contact resistance (equivalent to a 13 % increase in 
nominal probe resistance) will change the transfer coefficient CLn from 0.1111 to 0.1101 
(ie. a difference of 0.001). At 1000°C this would reduce the measured temperature 
reading for the particular probe by only 1°C and have negligible effect on the 
measured average TIT value. The much higher loom resistances therefore serve to 
render the measurement system fairly insensitive to probe terminal contact resistance 
and probe internal resistance variations. 

One of the most serious causes of temperature measurement error is the change in 
thermocouple temperature/voltage characteristic (equation 3) which can occur over 
time. This is an ageing effect and is influenced by the harshness of the environment in 
which the probe operates. 

All faults which have been referred to so far reflect an error in TIT measurement. 
There are of course faults (eg. a blocked fuel nozzle) which will result in an uneven 
temperature distribution around the engine. Such faults do not give rise to an error in 
the measured average TIT, but could be readily detected if individual probe 
temperatures were measured. 

5.     Equivalent Electrical Circuit for Individual 
Turbine Inlet Temperature Sensor 

Individual thermocouple temperatures could be sensed, on engines installed in aircraft 
or in test facilities, by an add-on circuit comprising additional electrical wires from 
each of the 18 pairs of TIT Indicator probe terminals to a specially installed signal 
conditioning system. Because the loom input resistance is low enough to have a 
loading effect on probe outputs, the voltage generated at the terminals of any probe 
will contain some residual components from other probes connected to the loom. This 
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means that the signal appearing at the terminals of any given probe will not exactly 
reflect the temperature sensed by that probe*. 

The equivalent circuit of Fig. 11 can be used to calculate the voltage 6\%u appearing 
at the terminals of thermocouple probe No. 18. This circuit assumes the nominal 
values of probe and loom resistances defined in Fig. 7 apply. Analysis of the Fig. 11 
circuit with the aid of the computer program3 yields: 

eim=o.ooo4^i +....+e9)+o. 0077 (ew+....+ell)+0.9346 e18 (39) 

In temperature terms this is equivalent to: 

ri8M = 0.0004 (Ti +....+ T9) + 0.0077(Tio....+Tn)+0.9346Tls (40) 

Probe No. 18 has been chosen simply for convenience. In general the temperature 
measured at the terminals of any given probe is: 

Measured temperature 
=   0.9346 (Actual probe junction temp) 
+   0.0616 (Average temp sensed by other probes connected to same loom) 
+   0.0036 (Average temp sensed by probes connected to other loom) (41) 

The relationship between measured and true temperatures can be conveniently 
expressed in matrix form: 

TM = ATT (42) 

where        Tu is an 18-element measured temperature column matrix T\u.... TiSM ; 

TT is an 18-element true temperature column matrix T\....T\%; 

A is an 18x18 transfer coefficient square matrix. 

Matrix A transfer coefficients are provided in Table 6. Note that perfect matching of 
probe internal resistances and loom resistances are assumed in calculating these 
coefficients. Using the Table 6 values, the measured temperatures can be simply 
expressed: 

Tnu = 0.92697^ + 0.06937^ + 0.00367/?     for n ^ range i to 9 (43) 

Tnu = 0.9269rnr+0.06937ß + 0.00367A     for n ^ range io to 18 (44) 

where        Tnu is the measured temperature of thermocouple No. n; 

Tnr is the true temperature of thermocouple No. n; 

TA is the average of the true temperatures of thermocouples Nos. 1 to 9; 

This effect is quite separate from the deliberate departure from the standard temperature 
to emf relationship sometimes introduced in gas turbine engine thermocouple probes by 
the engine manufacturer. The usual purpose of such a departure is to allow a small 
increase in operating temperature for uprated engines to be implemented without 
changing the standard thermocouple sensing circuits. In effect, this will mean that the 
temperature read from the standard cockpit Indicator will have a deliberature but known 
offset from the true value. 
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TB is the average of the true temperatures of thermocouples Nos. 10 to 18. 

The inverse relationship between true and measured temperatures is given by: 

TT = ATM (45) 

where A is the inverse of matrix A 

The transfer coefficients for the inverse matrix were calculated using the computer 
program3 and are given in Table 7. 

Using the Table 7 values, the true temperatures can be simply expressed in terms of 
the measured temperatures: 

TnT = 1.0789 TnM - 0.0756 Tm - 0.0036 TBM       for n in range 1 to 9 (46) 

TnT = 1.07897W-0.0756TBM + 0.0036Tm       for n in range 10 to 18 (47) 

where TAM is the average of the measured temperatures for thermocouples 1 to 9; 

TBM is the average of the measured temperatures for thermocouples 10 to 
18. 

The relationships of equations 46 and 47 can be used to calculate the actual 
temperatures experienced by the thermocouple probes. 

According to equation 40, each measured temperature has a residual component 
(6.5% approximately for a probe resistance of 0.075 ohm at 1000°C) due to inputs from 
other thermocouples. The magnitude of the residual component is proportional to the 
probe internal resistance which will vary with temperature and may vary with aging. 
As indicated in Sec. 2.2, the acceptable limits for probe resistance are 0.045 to 0.106 
ohm. This implies that the residual component limits would be 3.9 to 9.2%. 

To a good approximation (equation 40) the contribution of the thermocouple probes 
which are not connected to the same loom as the probe under consideration, can be 
taken as zero. 

The average value of the true temperatures is equal to the average value of the 
measured temperatures (this is apparent if the column elements of Tables 6 and 7 are 
added). Hence: 

r1+....+T18=riM+....+r18Af (48) 

There is a small but negligible cross coupling term between temperatures measured 
on one loom and temperatures measured on the other. Hence to a very good 
approximation (ignoring the cross coupling term) the following also apply: 

TA = TAM (49) 

TB = TBM (50) 
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Although the signal sensed at the terminals of any given probe does not truly reflect 
the actual temperature experienced by the probe, true probe temperatures can be 
accurately calculated from the signals measured at the terminals of each probe using 
the relationships derived in this section. 

6.     Effect of some Faults on Individual Turbine Inlet 
Temperature Sensor Circuit Performance 

6.1     Open Circuit Thermocouple Probe 

The signal sensed at the terminals of a thermocouple probe which has become open 
circuit is given by the referenced computer program3. For convenience, probe No. 18 
is considered to become open circuit. The transfer coefficients for the signal sensed at 
the terminals of that probe are given in Table 5. The results may be expressed as: 

TIM = 0.053 7^ + 0.947 TB (51) 

where TA is the average temperature sensed by probes 1 to 9 

and TB is the average temperature sensed by probes 10 to 17. 

To a first approximation the measured temperature, as deduced from the signal 
appearing at the terminals of an open circuit probe, will be the average temperature 
sensed by the loom to which the open circuit probe is attached (equation 51 indicates 
the other loom will contribute about 5 %). Experimental work, performed at a T56 
engine test facility on an individual TIT measuring system, verified this behaviour. 
Fig. 12 demonstrates that when probe No. 7 was made open circuit the temperature 
sensed at the probe terminals was very close to the average temperature sensed by the 
loom A probes. In this test the average temperature sensed by the loom A probes was 
higher (by about 12°C after the open circuit was introduced) than that sensed by the 
loom B probes. 

The measured pre-fault temperature for probe No. 18 is given by equation 40. No 
change in measured temperature will occur unless the probe which became open 
circuit was reading a temperature which was different from the average TIT at the 
time the open circuit developed. 

For example assume actual probe temperatures T\ to Tn are equal to T, and Tu is 
equal to (T + 100), at the time the open circuit develops. Equation 40 indicates that 
r18M will be (T + 93.5) prior to the fault occurring and equation 50 indicates that it will 
be T after the fault occurs. Hence in this special case a 100°C temperature difference 
will be reflected as a 93.5°C change in measured temperature. Such a significant 
change in the TIT profile could be readily detected with a suitable individual probe 
temperature measuring system. 
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Probe No. 18 has been selected for convenience only; similar relationships apply for 
the other probes. 

The output resistance measured at the probe terminals will rise from the normal 
value of 0.0701 ohm (0.075 ohm probe internal resistance assumed) to 1.0724 ohm 
when the probe becomes open circuit. This change could be used for flight-line in-situ 
checking for probe continuity when the engine is not running. 

An open circuit on one of the probes (T\& say) will also have a small effect on the 
temperatures measured by the "good" thermocouples. If, using the above example, 
actual probe temperatures T\ to Tn are assumed to be equal to T, and T\& to be equal 
to (T+100), at the time the open circuit develops then, using equation 51, the 
following will apply approximately: 

Change in temperatures measured by good probes on same loom as the open 
circuit thermocouple 

=   0.0616 x (change in average temperature sensed by other probes connected to 
same loom) 

0.0616x100 n,nn„ 
=    °C = 0.68 °C 

8 

and similarly 

Change in temperatures measured by good probes on the loom which does not 
include the open circuit thermocouple 

=   0.0036 x (change in average temperature sensed by the loom to which the open 
circuit thermocouple is connected) 

0.0036x100 _ 

8 
0.04 °C 

It follows that the side effect of an open circuit probe on the temperatures measured 
by the other probes is negligible. 

6.2     Other 

An individual TIT monitoring system is ideally suited to the detection of an uneven 
temperature distribution around the engine and inferring common faults which can 
cause this. 

The effect of a broken thermocouple probe tip (Sec. 4.2) will be very evident with the 
expected actual temperature drop of 396°C approximately (Sec. 4.2) reflecting a drop 
of 371 °C (0.938 x 396°C according to equation 40) in the temperature "sensed" at the 
terminals of the faulty probe. 
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Just as for the average TIT sensor (Sec. 4.3), the effect of a thermocouple short circuit 
to engine frame cannot be readily predicted. 

Any increase in contact resistance between the thermocouple probe terminals and 
the standard engine loom will result in a closely proportional increase in the residual 
component value. Since the residual component is about 6.5 % of measured signal 
(0.075 ohm probe internal resistance assumed) a 0.01 ohm increase (13 %) would 
increase this component to 7.3 %. Extreme values of residual component, according to 
manufacturer's rejection limits on probe internal resistance (0.560 to 0.106 ohm at 
100°C - refer Sec. 2), would be 3.9 and 9.2%. 

7.     Signal Conditioning Considerations for 
Individual Turbine Inlet Temperature Sensor 

When designing signal conditioning systems it is usually not necessary to have an in- 
depth understanding of the transduction principle of the sensor, as it is normally a 
self-contained unit with defined characteristics. This is not the case for the 
thermocouple temperature sensing system as the complete network from hot to cold 
junction influences the sensor output. 

In the case of the T56 engine, the TIT sensor is favourably configured to allow the 
measurement of individual thermocouple temperatures. Convenient connection of 
chromel and alumel wires to individual thermocouple probes can be made directly at 
the probe terminals without any modification to the standard TIT sensor circuit. The 
high ratio (14:1 for a nominal 0.075 ohm probe internal resistance) of loom input 
resistance to probe internal resistance means that about 93.5 % of the signal developed 
at the probe terminals is directly proportional to the temperature of the thermocouple 
hot junction. The very low source resistance of the thermocouple probe (nominally 
0.075 ohm at 1000°C engine operating temperature) means that a measuring circuit 
normal mode input resistance greater than about 70 ohm would produce less than 
1.0°C error in the temperature measured by the Indicator circuit. In practice the 
measuring circuit input resistance would be made much higher than this so that 
connection of the individual TIT measuring circuit would have negligible effect on the 
Indicator circuit output. 

Common mode signals between signal wires and aircraft ground) in aircraft 
thermocouple installations are usually very significant and may far exceed the normal 
(differential) mode signals. Some fundamental properties of thermocouple circuits 
tend to accentuate this effect: 

(a) Ordinary thermocouple wire does not meet the desired shielded 
twisted-pair conductor criteria for good common mode rejection. 

(b) The difference in resistivity of the two thermocouple wires results in a 
resistance imbalance between the signal wires. 
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The unbalanced lead resistances can easily change common mode to normal mode 
signals through the action of extraneous leakage paths to ground. Use of short cable 
runs to the signal conditioning amplifiers tends to reduce this effect. High common 
mode signal rejection is a major requirement of an individual TIT measuring system. 

The low output voltage of the thermocouple (about 40 microvolt/°C for type K 
chromel-alumel thermocouples) renders even a small amount of noise significant. 
Low pass filtering of some form is usually essential to reduce the effect of extraneous 
noise on the temperature measurements. 

Multi-channel thermocouple temperature measuring systems usually aim to 
reference all measurements to the same cold junction temperature. To achieve this, it 
is essential that the extremities of the chromel and alumel wires at the "cold" end of the 
TIT sensor circuit be kept at the same temperature. Most thermocouple circuits make 
use of an isothermal environment in which the cold junction temperature can vary 
over a range. The cold junction temperature is sensed and a compensating voltage is 
generated to make the cold junction behave as if it were held at a constant reference 
temperature (usually 0°C). In most systems the cold junction is established at the 
input to the signal conditioning unit which provides amplification of the sensed 
signals. It is possible to locate the cold junction remote from the signal conditioning 
unit as illustrated in Fig. 13. This arrangement is suited to harsh environments, such 
as that for direct engine mounting, and allows connection to a remote signal 
conditioner via standard copper conductors. 

8.     Conclusions 

(a) The internal resistance of the turbine inlet temperature thermocouple probes 
for the T56 engine increases by about 25 % from room temperature to 1000°C 
engine operating temperature. 

(b) An AC ratio measurement technique is capable of providing accurate and 
instantly available measurements of probe internal resistance even when 
temperature variations are present across the probe. This technique could be 
implemented in a flight line tester for checking probe electrical integrity. 

(c) Accurate turbine inlet temperature averaging is achieved in the standard T56 
installation by using interconnecting looms with closely matched resistance 
parameters. Measurements on a new loom indicated matching to within 0.4 % 
of mean values. 

(d) The analysis of the multiple thermocouple junction circuit was simplified by 
defining an equivalent circuit for a single junction and using superposition to 
determine the net effect of multiple junctions. 
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(e) To a good approximation the standard turbine inlet temperature sensor for the 
T56 engine measures the average of the two loom average thermocouple 
temperatures (for thermocouples 1 to 9 and 10 to 18 respectively). This 
relationship is also valid if some thermocouples are open circuit provided the 
temperatures of such thermocouples are excluded from the average. 

(f) The loom input resistance to probe internal resistance ratio of 14:1 (typical of 
units whose resistance was measured), means that the conveniently accessible 
probe terminals are a suitable source of inputs for an individual thermocouple 
probe temperature measuring system. 

(g) The shunting effect of the thermocouple loom results in the terminal output of 
a given thermocouple probe containing a residual component comprising 
inputs from other probes. The magnitude of the residual component is 
nominally 6.5 % of the signal appearing at the probe terminals, but extremes 
corresponding to the manufacturer's rejection limits on probe internal 
resistance would be 3.9 and 9.2 %. 

(h) The side effect of an open circuit probe on the temperatures deduced from 
signals measured at the terminals of other probes is negligible. 

(i) The magnitude of the residual component is proportional to the thermocouple 
probe internal resistance. Contact resistance between the probe terminal studs 
and the lugs mounted on the looms can increase the effective probe internal 
resistance. 

(j) A derived transfer coefficient matrix allows actual probe temperatures to be 
simply calculated from measured probe temperatures and could be used to 
provide the best estimate of actual temperatures sensed by individual 
thermocouple probes. 

(k) In designing a system for measurement of the individual turbine inlet 
temperatures sensed by the thermocouple probes, special attention needs to be 
given to the signal conditioning input circuits and their interconnection with 
the probes. It is particularly important that interference with the standard 
turbine inlet temperature sensor be avoided. 
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Appendix 1 

Thermocouple Probe Resistance Measurement at Elevated Temperature 

The thermocouple probe resistance at elevated temperatures was measured with the 
aid of an electric furnace and an AC ratio measuring circuit (Figs. 14a and 14b). The 
frequency of AC excitation chosen was 1 kHz, a value which was comfortably above 
the frequency of any thermally induced voltage components generated by the probe 
and below a value where reactive impedances may be significant. As the probe 
internal resistance is very low (less than 0.1 ohm), considerable care had to be taken to 
ensure that measurement errors were not introduced by added contact resistance. 

From Fig. 14b it follows that: 

R     _RSVT_ 

VIN-VT 

Rs 

VT 

where RT is the internal resistance of the probe; 

Rs is series resistance (set to 50 ohm); 

VIN is AC excitation voltage (set to 15 VRMS); 

VT is the AC voltage measured across the probe terminals. 

In this case VT « VIN and the following is valid: 

VIN 

Rs was required to be capable of dissipating 4.5 watt. 

The method of connecting the probe to the furnace is illustrated in Fig. 15. An 
attempt was made to approximate the temperature gradient expected across the probe 
in flight. The approximate temperature variation across the probe at 1000°C (a 
representative in-flight figure) is illustrated in Fig. 16. 

A summary of the test results is provided in Table 8. As expected, the probe 
resistance increased with temperature. The magnitude of the increase is about 25% 
from 20°C to 1000°C. 
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Table 1: Measured Internal Resistance of Thermocouple Probes 

Thermocouple 
Probe 

Resistance (ohm) 
No.l 

Resistance (ohm) 
No. 2 

New    No. 1 0.0520 0.0552 
New     No. 2 0.0541 0.0586 
New    No. 3 0.0544 0.0604 
Old      No. 1 0.0654 0.0684 
Old      No. 2 0.0658 0.0624 
Old      No. 3 * 0.0594 0.0611 

Non air-cooled version 

Table 2: Measured Resistance of Indicator Section (Inputs 1 to 9) of New Loom 

Chromel 
Input to Output 

Chromel 
Input to Input 

Alumel 
Input to Output 

Alumel 
Input to Input 

X01-XJ 1.436 Y01-YJ 0.600 
X02-XJ 1.437 X02-X01 1.343 Y02-YJ 0.601 Y02 -Y01 0.557 
X03-XJ 1.437 X03-X01 1.344 Y03-YJ 0.604 Y03 -Y01 0.560 
X04-XJ 1.436 X04-X01 1.343 Y04-YJ 0.602 Y04 -Y01 0.558 
X05-XJ 1.438 X05 - X01 1.345 Y05-YJ 0.602 Y05 -Y01 0.558 
X06-XJ 1.439 X06 - X01 1.347 Y06-YJ 0.602 Y06 -Y01 0.558 
X07-XJ 1.438 X07-X01 1.344 Y07-YJ 0.602 Y07 -Y01 0.558 
X08 - XJ 1.439 X08 - X01 1.346 Y08-YJ 0.602 Y08 -Y01 0.558 
X09-XJ 1.438 X09 - X01 1.346 Y09-YJ 0.601 Y09 -Y01 0.556 

All resistance values are in ohm. 

Wire designation conforms to Fig. 4a. 

Table 3: Transfer Coefficients for Standard Temperature Averaging Sensor 

TH=aiTi+a2T2+....+awTu 

n i 2 3 4 5 6 7 8 9 
an 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 
n 10 11 12 13 14 15 16 17 18 
an 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 0.0556 

Output Resistance   =   0.601 ohm 
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Table 4: Transfer Coefficients for Standard Temperature Averaging Sensor with No. 1 
Thermocouple Probe Open Circuit 

TH=aiTi+a2Tz+....+ anT 18 

n i 2 3 4 5 6 7 8 9 
an 0.0000 0.0621 0.0621 0.0621 0.0621 0.0621 0.0621 0.0621 0.0621 
n 10 11 12 13 14 15 16 17 18 
an 0.0559 0.0559 0.0559 0.0559 0.0559 0.0559 0.0559 0.0559 0.0559 

Output Resistance   =   0.6027 ohm 

Table 5:    Transfer Coefficients for Signal Sensed at Terminals of Open Circuit 
Thermocouple Probe No. 18 

T1SM=a1Tl+a2T2 +....+ awTl% 

n l 2 3 4 5 6 7 8 9 
an 0.0059 0.0059 0.0059 0.0059 0.0059 0.0059 0.0059 0.0059 0.0059 
n 10 11 12 13 14 15 16 17 18 
an 0.1184 0.1184 0.1184 0.1184 0.1184 0.1184 0.1184 0.1184 0.0000 
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Table 8: Rise in Thermocouple Probe Internal Resistance with Temperature 

Probe Under Test Probe 1 Probe 2 Probe 3 
Element Under Test ** A B A B A 
Measured Internal 
Resistance at 20°C (ohm) 

0.0654 0.0684 0.0658 0.0624 0.0594 

Measured Internal 
Resistance at 1000°C (ohm) 

0.0810 0.0852 0.0824 0.0788 0.0747 

Resistance Increase (ohm) 0.0156 0.0168 0.0166 0.0164 0.0153 
Per Cent Increase 23.9 24.6 25.2 26.3 25.8 
Average Per Cent Increase 25.2 

Each probe has two "elements" (thermocouple circuits) for connection to 
the Temperature Datum and Indicator circuits respectively. However 
the roles of the individual elements are reversed for the two looms (ie. if 
a given side of a thermocouple is used in the Temperature Datum 
circuit when installed on the 1-9 probe side of the engine it would be 
used in the Indicator circuit if installed on the 10 - 18 probe side of the 
engine). 

Note:   Probes 1 and 2 were in good condition but had been in service (period 
unknown). Probe 3 was new and only one of its elements was tested. 

29 



DSTO-TR-0095 

Cooling Air Flow 

Hot Gas 
Flow Inlets 

Cooling Air Exits 

Chromel 

Note: Only One of the Pair 

of Circuits Shown 

Hot Gas 
Flow Exit 

Hot Junction 

FIG. 1: Air-Cooled Type Thermocouple Probe for T56 Engine 
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FIG. 2 : Thermocouple Installation on T56 Engine 
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FIG. 3 : Thermocouple Probe and Combustor Liner Radial Positions 
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FIG. 4:  Layout of Thermocouple Temperature Averaging Looms 
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FIG. 5 : Indicator Loom Electrical Connections 
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FIG. 6 : Isolated Thermocouple Characteristics 
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FIG. 14 : Thermocouple Probe Internal Resistance Measurement 
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Note:   All dimensions 
are given in mm. 

FIG. 15 : Method of Mounting Thermocouple Probe in Electric Furnace 
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